NEW PRODUCT LAUNCH

EJ-245 BISMUTH LOADED PLASTIC SCINTILLATOR WITH GAMMA
SPECTROSCOPIC PROPERTIES

EJ-245 is a Bismuth-loaded plastic designed to offer y-stopping capability and y-spectroscopy. The new
scintillator detects weaker sources than standard plastics with orders of magnitude improvement at low
energy producing distinct photopeaks and spectra features to enhance detection algorithms’. Thus, EJ-245
is uniquely suitable for Radiation Portal Monitors. It’s available up to a 1.5” X6” X 30” plate and as cylinders
up to 60mm diameter x 60mm long or cubes up to 51mm per side.
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|EEE Trans. Nucl. Sci., 67, 746-751 (2020). Improvement 9x 3X

" Cherepy, N.J., et al., NIMA-D-14-01078



COST
EJ-245 Bi-Loaded Plastic Scintillator (Only)

Size: 1.5” X 6” X 30” diamond milled clear
One piece: $9,750.00

M580-15x60x300-1 Bi-Loaded Plastic Scintillator Detector Assembly (Figure 1)

Includes: EJ-245 Bi Loaded Plastic Scintillator, Size: 1.5” X 6” X 30” diamond milled clear, PMMA Fishtail Light-
guide, High Reflectivity Reflector and black vinyl light-tight wrapping, one 3” PMT Hamamatsu R6233-100 Extended
Bialkali Photocathode, voltage divider, aluminum mounting flange, MU shielding, back cap with two connectors
(SHV-HV and BNC Signal).

Assembly and test, Ref Eljen Dwg 4467-4070
One unit: $12,374.00. Note: Volume discounts available.

” PMT Extended Bialkali Photocathode

Figure 1 Bismuth-Loaded Plastic Scintillator Detector Assembly (M580-15x60x300-1)

Figure 2: Laser light test on 1.5” X 6” X 30” bar.
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